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VISES 




y 




Parker 
Vises are 
adapted to 
1 o c o m otive 
works, car 
bu i 1 d e r s, 
wood work¬ 
ers, machin¬ 
ists, gun, sew¬ 
ing machine 
and carriage 
m a nufactur- 
ers, jewelers 
and artisans 
g e n e r a 1 ly. 

These Vises 
are made 
Trith a pat¬ 
ented rein¬ 
forced sliding 
jaw, consist¬ 
ing of a solid 
steel bar in¬ 
serted the en¬ 
tire lengtn of the slide, and thoroughly welded into the casting, thus rendering the slide, or movable 
jaw, practically unbreakable. No other Vises made have this feature’, and in connection with the fact 
that the Vises are made from a mixture of cast iron and Bessemer steel, we unhesitatingly guarantee' 
them to be one of the stronge’st and most durable Vises in the market. 


Fig. 3/OX 


PARKER’S IMPROVED SWIVEL 
VISES 


PARKER’S IMPROVED STATIONARY 
VISES 


Semi-Steel 

The steel faces of Serie's No. 21X are milled and 
fitted to the jaws, and are renewable. 


No. 

1 Weight 

1 lbs. 

1 Jaw 1 

1 inches 1 

Vise I 

Opens 1 

List 

21X 

1 33 , 

3^4 

4% 

$7.00 

22X 

' 52 1 

3% 

51/2 

8.75 

23X 

1 69 1 

414 ^ 

6y2 , 

11.00 — 

24X 

88 1 

4% ^ 

8% 

14.50 

25X 

129 1 


91/2 

20.50 

26X 1 

* 176 1 

6^ 

10 Va 1 

30.00 


“VULCAN” 


Semi-Steel 

The steel faces of Series No. 3/OX are milled and 
fitted to the jaws, and are renewable'. 


No, 

1 Weight 

1 lbs. 

Jaw 1 

Inches 1 

Vise I 

Opens 1 

List 

3/OX 

1 29 

314 I 

414 1 

$6.25 

IX 

45 

3% 

5% • 

7.00 

2X 

' 58 

4% 

6 ¥2 

9.00 

3X 

76 

4% - 1 

84 

11.75 — 

4X 

112 

51/2 

9% 

16.25 

5X 

150 

614 

1014 1 

24.00 


DROP-FORGED CHAIN PIPE A ISE 



Fig. 1-2-4 


For Holding Pipe, Bolts, Bars, Shafts, etc., from % to 8 Inches in Diam. 

These Vises are unbreakable, compact, rapid in action and positive in 
gripping pipe. All are equally serviceable upon and suitable for fastening 
to bench or post. The smaller sizes are well adapted for carrying by hand 
or in tool bag. 

Adjustment is quickly' effected by slightly turning the screw, and 
further quick adjustment is gained by engaging the projecting rivets of 
chain with a serie's of bosses on base. 

They are made entirely of wrought steel; the drop-forged jaws are of 
saw-tempered steel for file-sharpening. The hand-made chains are of same 
quality as those of our Vulcan Chain Pipe Wrenches; all parts are fully 
guaranteed. 

The jaws of size No. 1 are designed to prevent the behding of weaker 
and smaller sizes of pipe, should an excess of chain pressure be placed 
upon them. 


Number 

For Pipe 
Sizes 


PRICES. ^TSES 

ANT> EXTRA PARTS 


Vise 

Com¬ 

plete 

flaws 

Pair 

Chain 

with 

Screw 

Screw 

Handle 

and 

Nut 

Nut 

Weighl 

Packed 

lbs. 

1 

14 to 2 

$3?50 

$1.50 

$1.25 

$0.40 

$1.10 

$0.70 

4 

2 

H to 4 

7.50 

3.50 

2.40 

.70 

2.10 

1.35 

10 

4 

% to 8 

18.00 

9.00 

6.00 

1.25 

3.50 

2.00 

30 
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PARKER’S COM¬ 
BINATION PIPE 
VISES 

SERIES N6. 8834 

The steel faces of Series No. 
S8^ are milled and fitted to 
the jaws, and are renewable. 

STATIONARY 



Fig. S7-2SS% 


881/2 

891^ 


Weight 

Jaw 

Vise 

Holds 

lbs. 

Ins. 

Opens 

Pipe 

Ins. 


4% 1 

1 evz 

1 4 1 

I 141 1 

5% 1 

1 91/2 

1 6 1 


List 


$28.00 

35.00 


SERIES No. 87-288^2 

SAVIVEL BOTTOM 


No, 

Weight 

lbs. 

Jaw 

In. 

Vise 

Opens 

Holds 

Pipe 

Ins. 

List 

87 

41 

1 3% 

r 4% 

2 

$16.00 

88 

59 

1 41/8 

6 

3 

20.00 

2881/2 

105 

4% 

6 1/2 

4 

28.00 

289 Vs 

155 I 

5% 

91/2 

6 

35.00 




SWIVEL BASE 



Jaw 

In. 

1 1 

202- 3 1 27 

203 - 31/2 42 

204- 4 1 58 

205 - 41/2 76 

206- 5 104 

207- 6 1 158 

3 1 

31/2 

4 

f/2 1 

5 1 

6 1 

4 1 $ 7.50 

5 8.75 

6 10.50 

6 V 2 1 12.50 

7y2 1 16.00 

10 1 30.00 



FIk. »o 


PARKER’S IMPROVED QUICK ACTION SWIVEL A ISES 
Semi Steel 
DIRECTIONS 

In order to open the Jaws, lift the handle to a horizontal 
position, or as higrh as it will go. and draw towards vou, in 
this way the Sliding Jaw can be moved instantly to any 
position. In order to grasp the work, push in the Sliding 
Jaw until it presses against the work; then depress the 
handle, which causes the Jaws to secure'lv grasp the work 


No. 

Weight 

lbs. 

Jaw 

In, 

Vise 

Opens 

1 List 

90 

8 

2 

2 

1 $ 5.00 

92 

25 

.3 

3% 

8.50 

94 

43 

4 

4% 

12.50 

98 

48 

4 

7% 

I 14.00 


No. Vise hn.s Coachinakers’ Jawn. 































































